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aleon IQCOPJ Tne work'éovered by this section cf he specifications

" consiste in furnishing all plent, labor, equipment; appiiances snd materlals

not furnished by the Government and in performing ali operations in connect-
ion with the installation of asphalt tile, complete, in strict ascordance

with this sectiun of the specifications and gpplicable drawings, and subject
1o uhe torms and conditions of the contract?

11noe AIT”J P”LTFICATTGN%g The fol]ow]ng Federal Specificafione,

of the issues 1i tea bC¢0W but referred tq thereafter by basic designation

' only, form a part of this spwcifioatlong

Béwhlﬁlav - Wax, Floorj water Emulsion
88~T-306b ' Tile= quha%t

11-0% GENERALs Asphalt ti‘e shaJl be inafalled in the spsnes indi-
cated on the drewings, A1l materials shall ba stored at a minimom tempera-

_ture of 75 degrees I' for at least s houra before insballatﬁon,, & tempera~

ture of at least 75 degrees F shall bs ma*nta&ned in the spaces whers

- asphalt tile 1s being installed for at least 48 hours before, during and

48 hours after installation, A4dequate ventilation shall be provided to
take off moisture and volatile fumes, Uuless otherwise spesified, all

- materials and methods used shall be in strict accordance with the recom-

mendations of the menufacturer of the asphalt tile. A1) materisls shall
be delivered to the job in the manufactureris originax unopered containera
with the manufacturer's brand and name clearly marked thereong

1.5.594 MATEP.LALSS
a, A”yha*t tile shall be as manufactur ed by The Tile~Tex

Division of The Fiintkote Coo, Armstrong Cork Co,; Mastic Tile Corp,; or

by any other spproved American marufasturers, and shall conform to Federel

" Speeifieation SSmT-306 w;th the foJlow1ng addltlonal requirementsa

{1) Grease Begistants In addition to the requlrements
of Federal Specification SS»E»BOé asphalt tile shell be insoluble in all
animal and vegetable fats at normsT room itemperatures, and shail success~

‘fully pass the following testss Two tﬁles, cut to 6 x 6 inches, shall be

totally immersed in pure lsaf Jard, and two in vegetable oil, for a period
of 24 hours at a teuperature of 77 degrees F, plug or minus 2 degreos, At
the end of the 2%~hour pariod the tiles shall be removed from the lard end
from the oil and wiped off with a er ¢ioth, If the surface ef the {iles

‘have become appreciably softened, the tiles will be considered to bave
-failed the test, In determining whether or nct the surface of the tile

has become softened, the tiles sghall be lightly scroped with a spatula
blade, and when so acraped, if the surface is readily removed from the.
body of the tile, this shall be taken as sufflcient ev1denhe of softenlngo

R (4) Floa's Colors shall match samp]es approved by the
Contract;ng Officer and “shall be from color groups indicated on the draw-
ings. Floor asphalt tile shall be 9 x 9 inches by 3/16 inch thick,
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(3) Base shell be sufficiently flexible to allow for
glizht irre ulerities in wslls en¢ prrtitions, <Special cne~piece iateracl
en external corner secticns shell be provided for all right-angle corners,
Color of base sngll mctch semples approven. by the Contrecting Officer,
Unless ctheruwise spcecified, base shall be sn on-top-type-cove end 4-inches
high, ;

b, Primer ior zs] nelt tlle ehcll be cut=-beck- type. Cut-beck=
type primer shall be ¢ thin ilqpio com;osca of an aspheltic bese end ¢ svit-
avle 1ight volctile solvent, acde sp601ally for uce-with csphclt tile, and
weizhing epproximetely 10 pounds per gallon.

¢. Cement for eephclt tile cheil be cut-uock-type. Coament
shall be co.iposed G of an cspheltic beosc ead suitable velatile sclvents
made specially for use as an adhesive for bedding end festening ¢ ephe 1t
tile to subfloors, an¢ shall be of & hcevy consistency thet can be applicé
end effectively spreed with & toothed trowmecl.

d. Covec=bzcsc cemcit shell be & semi-wetcrproof ccment of a
type spccially mede for usc in the applicetion of esphelt-tile bases.

¢, kox shell conform to Federsl Speccification P-L-151,

11-05 SELPLES of meteriels listcd telow shell be submittcd to the
Contrecting Officer for epproval before purchesc snd/or dclivery to the
site. )

Asphelt tilc, 3 picees of 21l sizcs snd colors spceificd,
Lsphelt tilc besc, 3 picccs of slzc end .color ’pcc1f1cd
Primer, onc quart

Cument, cut-bick, onc quert

Cove-besc cument, one pint

\ax, onc pint

11-06 IRSTALL: TIO:s

a, Priming coct: A coat of cut=beck-typc primcr shell be
well worked into the surfoace of the concrcte vwith stiff brushcs or e
striight-caged stccl trowel using the ainimum cuantity that will zssurc
covering the complete surfocec with & nonabscrptive bese. Primer sholl be

allowcd to become thoroushly ury.

b, Ccmeonts The cement shcll be epplicd to the floor with ¢
notchcd stcel trowcl cnd allowcd to sct up until the surfoee is tacky
(30 minutcs to 3 heours). The notcics in thc trowcl shi 1l be not over 1/16
inch decp ¢nd speccd 3/16 inch on ccnters. The notches shcll be mainteined
et the spceificd depth, cnd when reduccd by wear, shell be roaoved with a
finc V-shoped filc. :

¢, Tilcs Lhen the cument is :sufiicicntly dry, the asphelt tile
shcll be inst:1led in ¢ccordcnce with the acsign loyout hercin specificd.
Tilc shall be loid in such & meaner thet the cntirce under eurfoce vill be
sceurcly bondcd in plicce &spholt tile saclk be liid out in @ squore
pettern symuctricel cbout the cciter linces of coch room, spcec or pencl.
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TiXe layout shall eliminate ocut tile to the greatest ewtent possible, GCut-
‘ . tile misfits shall be replased with properly cut tile., Tile shall be tightly
S f1%ted go that each tile is in contact with the surrounding tiles and all
_ joints are in proper alignment, The grain*rg in alternate jaspe or marble-
'\1ized tile shall be reversed, . SR

Cd, §_§es The base shall be qecu*ed to the walls and partitions
with covembase cement, All Jolnts shall be tight end the base throughout its
- entire length shall have its top and bottom edges in firm contact with the
walls and flooro

A 11-0V CLuANING AND WAXING: Floor and base %iles shall be cleaned
thoroughly of all cement spots, dirt and other soiling and shall be left im
a condition satisfactory for waxing, Spots shall be removed by means of a
putty knife and steel wool, or by a cloth moistened with a neutral soap of

a type approved by the marufacturer of the tiles, The use of solvents and

) -+ wet mopping and washing is prohibited, One coat of wax shall be applied at -
" the time designated by the Contracting Officer and shall be polished with

mechanical ox hand baffers,
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